DIESEL ENGINE SERIES



“World-Class KIOTI Diesel Engine Series”

KIOTI is the brand name of Daedong Corporation, established in 1947. Since then, Daedong has led the mechanization of Korea
by equipping agricultural products like tractors and harvesters with KIOTI diesel engines. Through continuous research and

development, Daedong continues to supply world-class KIOTI diesel engines that meet EPA/CARB and ECU regulations.
These durable, high-quality engines are suitable for a wide range of machines.

"Your Engine, Unlimited Possibilities"”

A good engine must be capable of performing its role in any machine. The KIOTI multi-cylinder engine is optimized for industrial
heavy-duty equipment, offering a high power-to-weight ratio and excellent durability. It has earned certifications for emission standards across
continents (Tier 4 Final / Stage V). Additionally, with a high level of component standardization and a wide range of optional parts, it is adaptable

to various industrial equipment, making it suitable for agricultural machinery like tractors, combines, and rice planters, as well as construction
equipment, firefighting equipment, generators, and small vessels.
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Loader Excavator Special Vehicle Generator Marine Fork Lift Tractor Combine Zero-Turn Mower Rice Transplanter

POWER, hp (kW)
Engine 20 30 40 50 60 70 80 90 100 110 120 130 140
Type (14.9) (22.4) (29.8) (37.3) (44.7) (52.2) (59.7) (67.1) (74.6) (82) (89.5) (97) (104.4)

Mechanical

1.0~2.4L

Electronic 1.8L




"Drive Green, Drive Efficiently: Power Your Diesel Engine with HVO Fuel!"

Our commitment to the environment has created the most eco-friendly engine.

KIOTI engines are designed to help both current and future customers live in a healthier, cleaner world by developing engines with low
emissions, reduced noise, and minimal vibration. KIOTI engines fully comply with global environmental regulations, including North America's
Tier 4 Final and Europe's Stage V standards, making them suitable for use anywhere in the world. KIOTI engines can be switched to HVO
fuel and transformed the way you drive. With up to 90% less CO, emissions, reduced pollutants, and improved fuel efficiency, HVO fuel

offers a cleaner, more sustainable future for your diesel engine.
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Diesel Engine Vegetable Oil)
(30~73hp)

Development

The First Motor
Manufacturer in Korea

1 1L
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3.8L Tierd.F CRDI
2.4L Tierd.F CRDI(+SCR)  (DOC+DPF+5CR)
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1.2L Tierd.F Mech
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Daedong is active in the markets of 70 countries worldwide

under the KIOTI brand. In North America alone, KIOTI agricultural
machinery are available from 530 dealers. Furthermore,

KIOTI is the third-largest compact (sub-60 horsepower) tractor
brand in North America.




ENGINE OUTPUT RANGE

20 30 40 50 60 /0 80 90 100 110 120 130 140
(14.9) (22.4) (29.8) (37.3) (44.7) (52.2) (59.7) (67.1) (74.6) (82) (89.5) (97) (104.4)

4)383TA(TI) 3.8L _ 95~1 40p l

4H243T(1) 241
4B243(T) 2.4L
4A220(T) 221
3H183(T) 1.8L
3B183 1.8L
3A165 1.6L
3L123 1.2L
3C100 T DL




Industrial Engine
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SPEED [rpm] SPEED [rpm]
i ) ) Bl 4)383TA-SESA [ 4)383TA-SESAB [l 4)383TA-SESC I 4)383T1-SE2B
W:646.6mm/H:1136.2mm/L:956.3mm B 4353TASESD [4J3E3TASESE B 435571 562
Engine Model 4)383TA 4)383TI

Items Unit 4)383TA-SE5A 4)383TA-SE5B 4)383TA-SE5C 4)383TA-SE5D 4)383TA-SESE 4)383TI-SE2A 4)383TI-SE2B
Rated Power kW/hp/rpm 104.5kW/140hp/2200rpm | 97.0kW/130hp/2200rpm |86.0kW/115.3hp/2200rpm| 78.0kW/104hp/2200rpm | 71.0kW/95hp/2200rpm | 104.5kW/140hp/2200rpm | 97.0kW/130hp/2200rpm
Max. Torque N-m/rpm 540.0N-‘m/1400rpm 530.0N-m/1400rpm 486N-m/1400rpm 442N-m/1400rpm 402N-m/1400rpm 540.0N-m/1400rpm 530.0N-m/1400rpm
Emission Level EPA/CARB Tier4 Final, EU StageV Non-Emission
Engine Type 4-Cycle, 4Valve, Diesel, Water-cooled
Cylinders 4-Cylinder
Bore x Stroke mm @103x115mm
Displacement L 3.833L
Aspiration Turbocharged + Intercooler
Aftertreatment DOC, DPF, SCR DOC
Combustor Type Common Rail Direct Injection (CRDI)
Governor Type Electric Control (ECU)
Dimension (W x H x L) mm 646.6 X 1136.2 X 956.3mm
Dry Weight kg 522kg (with Aftertreatment, Fan, Flywheel and Housing) 495kg (with Aftertreatment, Fan, Flywheel and Housing)
Flywheel / Flywheel housing SAE11-1/2" / SAE #3

The rated power, rom and torque can be tuned upon customer request.




Industrial Engine
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SPEED [rpm] SPEED [rpm]
’ : ’ Bl 4H243T-SESA [l 4H243T-SESB Bl 4H243TI-SESA
W:562.4mm /H:726.7mm /L :934.3mm B ao4aT S0 IAEZASTASESC
Engine Model 4H243(T) 4H243TI
Items Unit 4H243T-SE5A 4H243T-SE5B 4H243T-SE5C 4H243T-SE5D 4H243TI-SE5A
Rated Power kW/hp/rpm 54.5kW/73hp/2600rpm 49.5kW/66.3hp/2600rpm 45.0kW/60.3hp/2600rpm 49.5kW/66.3hp/2400rpm 54.9kW/73.6hp/2400rpm
Max. Torque N-m/rpm 240.5N-m/1700rpm 220.0N-m/1700rpm 210.0N-m/1700rpm 237.0N-m/1700rpm 274.0N-m/1500rpm
Emission Level EPA/CARB Tier4 Final, EU StageV
Engine Type 4-Cycle, In-line Diesel, Warter-Cooled
Cylinders 4-Cylinder
Bore x Stroke mm 287 X 102.4mm
Displacement L 2.435L
Aspiration Turbocharger (Wastegate) Turbocharged + Intercooler
Aftertreatment DOE, DPF
Combustor Type Common Rail Direct Injection (CRDI)
Governor Type Electric Control (ECU)
Dimension (W x H x L) mm 562.4 X 726.7 X934.3mm
Dry Weight kg 284kg (with Aftertreatment, Fan, Flywheel and Housing)
Flywheel / Flywheel housing SAE 7-1/2" ] SAE #4

The rated power, rom and torque can be tuned upon customer request.




Industrial Engine
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SPEED [rpm]
. . . Il 4B243TLW
W:546.7mm/H:726.7mm/L:772mm B 452431 W
Engine Model 4B243(T)
Items Unit 4B243LW 4B243TLW
Rated Power kW/hp/rpm 36.5kW/48.9hp/2600rpm 44.0kW/59.0hp/2600rpm
Max. Torque N-m/rpm 156.8N-m/1700rpm 190.2N-m/1700rpm
Emission Level EPA Interim Tier4, EU Stage3A
Engine Type 4-Cycle, In-line, Diesel, Water-cooled
Cylinders 4-Cylinder
Bore x Stroke mm P87 x 102.4mm
Displacement L 2.435L
Aspiration Naturally Aspirated Turbocharged
Aftertreatment =
Combustor Type In-Direct Injection (Swirl Chamber)
Governor Type Mechanical Governor
Dimension (W x H x L) mm 546.7 x 726.7 X 772mm
Dry Weight kg 218kg (with Fan) 223kg (with Fan)
Flywheel housing SAE #4

The rated power, rom and torque can be tuned upon customer request.







